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SCALE: 1" = 40'
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UTILITY LOCATIONS ARE DERIVED FROM ACTUAL MEASUREMENTS OR
AVAILABLE RECORDS.  THEY SHOULD NOT BE INTERPRETED TO BE
EXACT LOCATIONS NOR SHOULD IT BE ASSUMED THAT THEY ARE THE
ONLY UTILITIES IN THIS AREA.

NOTE:
EXISTING UTILITIES AND SERVICE LINES IDENTIFIED AS "(PLAN)" WERE
OBTAINED FROM AVAILABLE AS-BUILT RECORD DRAWINGS.  THE
CONTRACTOR SHALL VERIFY THE LOCATION, DEPTH AND STATUS OF ALL
UTILITIES AND SERVICE LINES PRIOR TO NEW CONNECTIONS.

Know what's below.
    CALL before you dig.

1) Flood Zone Classification:  An examination of the National Flood Insurance Program's Flood
Insurance Rate Map for Community Number 261005, Map Number 26139C0332E, with an
Effective Date of December 16, 2011, shows this parcel to be located in Zone X (Areas
determined to be outside of the 0.2% annual chance floodplain.  No field surveying was
performed to determine this zone.

2) Utility locations are derived from actual measurements or available records. They should not be
interpreted to be exact locations nor should it be assumed that they are the only utilities in this area.

3) NOTE TO CONTRACTORS: 3 (THREE) WORKING DAYS BEFORE YOU DIG, CALL MISS DIG AT
TOLL FREE 1-800-482-7171 FOR UTILITY LOCATIONS ON THE GROUND.

SURVEYOR'S NOTESLEGAL DESCRIPTION

BENCHMARK #795 ELEV. = 633.25 (NAVD88)
Set rail road spike in Southwest side of utility pole, 0.7'± above grade. Located 34'± North of
the centerline of New Holland Street & 7'± East of the East line of House #4223 extended.

BENCHMARK #834 ELEV. = 634.06 (NAVD88)
Set rail road spike in Southwest side of 60" Maple tree. Located 43'± North of the centerline
of New Holland Street & 17'± West of the the West line of House #4223 extended.

BENCHMARK #884 ELEV. = 629.95 (NAVD88)
Chiseled Square in top of 60" concrete culvert. Located 55'± Southeasterly from the
centerline of Chicago Drive &  50'± Northeasterly from the centerline of New Holland Street.
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No.

62076

Part of the Southeast 1/4 of Section 31, Town 6 North, Range 13 West, Georgetown Township, Ottawa
County, Michigan, described as:  Commencing at the South 1/4 corner of said Section; thence
S89°37'25”E 1091.38 feet along the South line of said Section; thence N00°23'00”W 140.70 feet parallel
with the East line of the West  297 feet of the Southeast 1/4 of the Southeast 1/4 of said Section to the
Point of Beginning; thence N00°23'00”W 130.60 feet; thence N65°21'46”E 583.49 feet along the
Southerly right-of-way line of Chicago Drive; thence S00°23'00”E 333.03 feet along said East
line; thence N89°37'25”W 407.03 feet along the North line of the South 185 feet of the Southeast 1/4 of
said Section; thence S00°23'00”E 44.30 feet; thence N89°37'25”W 125.00 feet to the Point of Beginning.
Contains 2.69 acres.  Subject to easements, restrictions and rights-of-way of record.

REMOVE EXISTING CULVERT

2 REMOVE EXISTING FENCE

1

REMOVAL / DEMOLITION NOTES

1) THE CONTRACTOR SHALL NOTIFY THE UTILITY COMPANIES AT LEAST THREE WEEKS PRIOR TO THE BEGINNING OF
CONSTRUCTION OPERATIONS. THERE ARE EXISTING UNDERGROUND UTILITIES WHICH CROSS THE PROPOSED
REPLACEMENT WORK AREAS. ALTHOUGH THEIR EXACT LOCATION CANNOT BE DETERMINED, IT IS KNOWN THESE UTILITIES
ARE LOCATED WHERE DIGGING IS REQUIRED. THE CONTRACTOR SHALL CONDUCT THE REQUIRED EXCAVATION IN THESE
AREAS WITH EXTREME CAUTION.

2) ALL EXISTING UTILITY INFORMATION SHOWN IS TAKEN FROM EXISTING RECORDS, AND FIELD VERIFIED WHERE ACCESSIBLE
ONLY. INFORMATION OBTAINED FROM EXISTING RECORDS MAY NOT BE COMPLETE OR ACCURATE. THE LOCATION OF ALL
EXISTING UTILITIES SHOWN ON THIS PLAN HAVE BEEN DETERMINED FROM THE BEST INFORMATION AVAILABLE AND ARE
GIVEN FOR THE CONVENIENCE OF THE CONTRACTOR. THE ENGINEER ASSUMES NO RESPONSIBILITY FOR THEIR
ACCURACY. THE CONTRACTOR SHALL FIELD VERIFY FOR ACCURACY, LOCATION AND CONDITION.

3) BEFORE ANY WORK IS STARTED ON THE PROJECT AND AGAIN BEFORE FINAL ACCEPTANCE BY THE CITY AND BY THE
OWNER, REPRESENTATIVES OF THE CITY, THE OWNER AND THE CONTRACTOR SHALL MAKE AN INSPECTION OF THE
EXISTING SEWERS WITHIN THE WORK LIMITS WHICH ARE TO REMAIN IN SERVICE AND WHICH MAY BE AFFECTED BY THE
WORK. THE CONDITION OF THE EXISTING UTILITIES AND THEIR APPURTENANCES SHALL BE DETERMINED FROM FIELD
OBSERVATIONS AND EXISTING VIDEO TAPES. RECORDS OF THE INSPECTIONS SHALL BE KEPT IN WRITING BY THE
CONTRACTOR.

4) THE CONTRACTOR IS RESPONSIBLE FOR OBTAINING ALL PERMITS REQUIRED FOR DEMOLITION WORK.
5) ALL EXISTING UTILITIES, SEWERS AND WATER LINES ARE TO REMAIN UNDISTURBED UNLESS OTHERWISE NOTED ON THE

PLANS. THE CONTRACTOR SHALL CONTACT AND COORDINATE WITH ALL APPLICABLE UTILITY COMPANIES, MUNICIPALITIES
AND AGENCIES BEFORE COMMENCING ANY WORK.

6) THE CONTRACTOR SHALL COORDINATE WITH ALL UTILITY COMPANIES REGARDING REMOVAL OF EXISTING POLES,
OVERHEAD WIRES, UNDERGROUND UTILITIES, GUY WIRES, GAS LINES, ETC. ALL ADJUSTMENT OR RECONSTRUCTION WORK,
EXCEPT FOR THOSE STRUCTURES OTHERWISE NOTED ON THE PLANS, SHALL BE PERFORMED BY THE CONTRACTOR.
EXISTING APPURTENANCES SUCH AS UTILITY POLES AND VALVES BOX SHALL NOT BE DISTURBED BY THE CONTRACTOR
DURING CONSTRUCTION.

7) THE CONTRACTOR SHALL MAINTAIN EXISTING UTILITY SERVICE TO ALL ADJOINING PROPERTIES.
8) ALL DEBRIS SHALL BE REMOVED FROM THE SITE, AND NO STOCKPILING ON SITE SHALL BE ALLOWED UNLESS APPROVED BY

THE OWNER OR THEIR REPRESENTATIVES.
9) THE CONTRACTOR SHALL LIMIT SAWCUT AND PAVEMENT REMOVAL TO ONLY THOSE AREAS WHERE REQUIRED OR AS

SHOWN. ALL PAVEMENTS TO BE REMOVED SHALL BE SAWCUT AND REMOVED TO FULL DEPTH AT ALL PAVEMENT LIMITS OR
EXISTING JOINTS. IF ANY DAMAGE IS INCURRED TO ANY OF THE SURROUNDING PAVEMENT, THE CONTRACTOR SHALL BE
RESPONSIBLE FOR ITS REMOVAL AND REPAIR AT NO ADDITIONAL COST TO ANYONE ELSE, INCLUDING THE CITY OR OWNER.

10) ASPHALT AREAS SHOWN TO BE SAWCUT AND REMOVED FULL DEPTH ARE ACTUAL FACE OF PROPOSED CURBS. IT WILL BE
NECESSARY TO MAKE OFF-SET SAWCUTS TO PROVIDE CLEARANCE FOR PROPOSED CURBS: THE CONTRACTOR SHALL
DETERMINE THE AMOUNT OF OFF-SET NECESSARY TO CONSTRUCT THE PROPOSED CURBS. ADDITIONAL CUTS MAY BE
DESIRED TO FACILITATE THE REMOVAL OF THE EXISTING PAVEMENT, BUT THERE WILL BE NO EXTRA PAYMENT FOR
ADDITIONAL CUTS. PAVEMENT SHALL BE REMOVED WITHOUT DAMAGING OR UNDERMINING THE REMAINING PAVEMENT. IF
ADJACENT PAVEMENT IS DAMAGED, THE CONTRACTOR SHALL MAKE ADDITIONAL FULL DEPTH SAWCUTS AND REMOVE THE
DAMAGE AREAS AS NECESSARY.

11) ALL PAVEMENT REMOVAL AREAS SHALL BE FULL PAVEMENT CROSS-SECTION REMOVAL DOWN TO NATIVE SOIL LAYER IN
ACCORDANCE WITH THE GEOTECHNICAL REPORT DATED MONTH/DAY/YEAR.

12) ALL TREES WITHIN THE GRADING LIMITS SHALL BE REMOVED UNLESS OTHERWISE NOTED.

REMOVAL / DEMOLITION NOTES

1

2

2

2

P.O.B.

CONSTRUCTION ENTRANCE UNTIL
NEW DRIVEWAY IS CONSTRUCTED
ON CHICAGO DRIVE
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UTILITY LOCATIONS ARE DERIVED FROM ACTUAL MEASUREMENTS OR
AVAILABLE RECORDS.  THEY SHOULD NOT BE INTERPRETED TO BE
EXACT LOCATIONS NOR SHOULD IT BE ASSUMED THAT THEY ARE THE
ONLY UTILITIES IN THIS AREA.

NOTE:
EXISTING UTILITIES AND SERVICE LINES IDENTIFIED AS "(PLAN)" WERE
OBTAINED FROM AVAILABLE AS-BUILT RECORD DRAWINGS.  THE
CONTRACTOR SHALL VERIFY THE LOCATION, DEPTH AND STATUS OF ALL
UTILITIES AND SERVICE LINES PRIOR TO NEW CONNECTIONS.

Know what's below.
    CALL before you dig.

EXISTING BITUMINOUS

EXISTING CONCRETE

PROPOSED BITUMINOUS
(STANDARD DUTY)
PROPOSED CONCRETE
(STANDARD DUTY)
PROPOSED CONCRETE
(HEAVY DUTY)

LEGENDGENERAL NOTES

1) ZONING OF PROPERTY: HS - HIGHWAY SERVICE COMMERCIAL
HS ZONING REQUIREMENTS

A) MINIMUM LOT AREA = 1 ACRE
B) MINIMUM LOT WIDTH = 200 FT.
C) MAXIMUM BUILDING HEIGHT = 35 FT
D) MAXIMUM LOT COVERAGE = 35%
E) THE PLANNING COMMISSION MAY REQUIRE A 6' FENCE OR WALL ALONG REAR AND/OR SIDE YARDS OF THE LOT TO

KEEP TRASH, PAPER AND DEBRIS FROM BLOWING OFF THE PREMISES.
SETBACKS

F) FRONT YARD = 30 FT.
G) SIDE YARD = 10 FT. ONE SIDE/ 25' TOTAL
H) REAR YARD = 40 FT.

2) SUMMARY OF LAND USE:
A) PROPOSED OPEN AIR BUSINESS
B) TOTAL ACREAGE = 2.69 ACRES (117,072 SQ.FT.)
C) AREA OF PROPOSED BUILDING = 7,025 SQ.FT.
D) BUILDING HEIGHT = 26'-9"
E) ZONING OF PARCELS TO NORTH = I

         ZONING OF PARCELS TO SOUTH = SFR A (LD)
ZONING OF PROPERTY TO EAST & WEST = HS

3) PARKING REQUIREMENTS:
A) MINIMUM REQUIRED SPACE PER TOWNSHIP = 9'x20' (24' AISLE)
B) TYPICAL PARKING SPACE PROVIDED = 9'x20' (24' AISLE)
C) TYPICAL BARRIER FREE SPACE = 13'x18'
D) 1 SPACE PER 800 S.F. OF LOT AREA USED:

LOT AREA USED = 62,935 S.F.
PARKING REQUIRED = 79 SPACES
NUMBER OF SPACES PROVIDED = 100

4) THIS PROJECT IS NOT LOCATED IN THE 100 YEAR FLOOD PLAIN, BASED ON THE NATIONAL FLOOD INSURANCE PROGRAM
RATE MAPS

5) BEST MANAGEMENT PRACTICES WILL BE UTILIZED DURING AND AFTER CONSTRUCTION OF THE PROJECT. MEASURES WILL
INCLUDE THE USE OF SEEDING AND MULCHING, SEDIMENT INLET FILTERS, COMPACTION AND PAVING. THE OWNER OF THE
SUBJECT PARCEL SHALL HAVE THE RESPONSIBILITY TO MAINTAIN THE PERMANENT SOIL EROSION PROTECTION MEASURES.

6) UTILITIES SHOWN ARE APPROXIMATE LOCATIONS DERIVED FROM ACTUAL MEASUREMENTS OR AVAILABLE RECORDS. THEY
SHOULD NOT BE INTERPRETED TO BE EXACT LOCATIONS NOR SHOULD IT BE ASSUMED THAT THEY ARE THE ONLY UTILITIES
IN THIS AREA.

7) CONTRACTOR TO FIELD VERIFY ALL INVERTS.
8) ALL LIGHTING SHALL BE SHIELDED FROM ALL ADJACENT PROPERTIES, DIRECTED DOWNWARD AND WILL NOT SHED LIGHT

ON ADJACENT PROPERTIES.  LIGHTING FIXTURES SHALL BE FULL CUT OFF AND SHALL COMPLY WITH THE GEORGETOWN
TOWNSHIP ZONING ORDINANCE.

9) THE PERMANENT PARCEL NUMBERS FOR THE SITE ARE 70-14-31-400-063 AND 70-14-31-400-065.  THESE PARCELS WILL
REQUIRE A PROPERTY LINE ADJUSTMENT AS PART OF THE PROJECT.
THE ADDRESS OF PRINCE MOTORS IS 4193 NEW HOLLAND STREET.

10) NO FENCES OR WALLS OTHER THAN WHAT IS SHOWN ON THE SITE PLAN ARE PROPOSED AT THIS TIME.
11) THE  PROPOSED BUILDING WILL BE SERVED WITH ON-SITE SEPTIC AND PUBLIC WATER.
12) PROPOSED MONUMENT SIGN IN ACCORDANCE WITH GEORGETOWN TOWNSHIP ZONING ORDINANCE.
13) BASED ON THE SOIL SURVEY MAP, THE SITE SOIL IS PRIMARILY RICHER SANDY LOAM AND MATHERTON LOAM.
14) LANDSCAPING ALONG SOUTH PROPERTY LINE. (25' GREENBELT)

A) 1 EVERGREEN TREE PER 20 LIN.FT. OF TOTAL REAR PROPERTY LINE, (576.33' / 20) = 29 REQUIRED.
B) PLACE 29 EVERGREEN TREES, MINIMUM 5' HIGH AT TIME OF PLANTING.

15) STREETSCAPE LANDSCAPING ALONG CHICAGO DRIVE
         A) 1 TREE EVERY 25 LIN. FT OF STREET FRONTAGE, (583.49' / 25) = 23 TREES REQUIRED.
         B) 24 TREES REQUIRED (PLACE 7 EVERGREEN TREES AND 17 DECIDUOUS TREES). EVERGREEN TREES TO BE MINIMUM OF

5' TALL AT TIME OF PLANTING. DECIDUOUS TREES TO BE A MINIMUM 2" CALIPER AT TIME OF PLANTING.
16) PROPOSED CURB CUT ON CHICAGO DRIVE TO BE PERMITTED BY MICHIGAN DEPARTMENT OF TRANSPORTATION (MD0T).
17) SITE STORMWATER MANAGEMENT WILL BE IN ACCORDANCE WITH OCWRC AND MDOT REQUIREMENTS.
18) OPEN AIR BUSINESS SHALL COMPLY WITH ALL APPLICABLE HEALTH DEPARTMENT REGULATIONS REGARDING SANITATION

AND GENERAL HEALTH CONDITIONS.
19) NO DISPLAY AREA SHALL BE LOCATED WITHIN 10 FEET OF A ROAD RIGHT OF WAY LINE.
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PROPOSED
CONCRETE
SIDEWALK

(TYP.)

PROPOSED SCREENED
DUMPSTER

PROPOSED
BARRIER-FREE

RAMP

PROPOSED
EVERGREEN TREE

(TYP. OF 29)

PROPOSED
BARRIER FREE

SIGN (TYP.)

PROPOSED 20' HIGH
LIGHT POLE (TYP.)

PROPOSED MONUMENT SIGN
MAXIMUM SIZE = 50 SF.
MAXIMUM HEIGHT = 4 FT.

PROP. MDOT PA-04
DRIVEWAY

PROPOSED 18"
CURB & GUTTER

PROPOSED
PROPERTY LINE

PROPOSED
EVERGREEN TREE

(TYP. OF 7)

PROPOSED
DECIDUOUS TREE

(TYP. OF 17)

END OF PROPOSED
SIDEWALK
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NOT TO SCALE
LOCATION MAP

SITE

NEW HOLLAND STREET

NEW HOLLAND STREET

CHICAGO DRIVE

(HIGHWAY M-121)

BARRY STREET

VAN BUREN STREET

48
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E
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E

36
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E

NEW HOLLAND STREET SCALE: 1" = 20'

0' 10' 20' 40'

LEGAL DESCRIPTION

Part of the Southeast 1/4 of Section 31, Town 6 North, Range 13 West, Georgetown Township, Ottawa
County, Michigan, described as:  Commencing at the South 1/4 corner of said Section; thence
S89°37'25”E 1091.38 feet along the South line of said Section; thence N00°23'00”W 140.70 feet parallel
with the East line of the West  297 feet of the Southeast 1/4 of the Southeast 1/4 of said Section to the
Point of Beginning; thence N00°23'00”W 130.60 feet; thence N65°21'46”E 583.49 feet along the
Southerly right-of-way line of Chicago Drive; thence S00°23'00”E 333.03 feet along said East
line; thence N89°37'25”W 407.03 feet along the North line of the South 185 feet of the Southeast 1/4 of
said Section; thence S00°23'00”E 44.30 feet; thence N89°37'25”W 125.00 feet to the Point of Beginning.
Contains 2.69 acres.  Subject to easements, restrictions and rights-of-way of record.

PROPOSED TOP OF BANK
FOR DETENTION POND

PROPOSED 5' CONCRETE
SIDEWALK TO BE INSTALLED IN
AN EASEMENT UNLESS WAIVED
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DOWN CURB. CONTINUE
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PLACE: 1-24" CONC.

FLARED END SECTION (C-76-III)
INV.=626.83

3 C.Y. COBBLES, 8"-12" DIA.
24" MIN. DEPTH OVER

NON-WOVEN FILTER FABRIC

F.E.S. #300
PLACE: 1-30" CONC.

FLARED END SECTION (C-76-III)
INV.=628.19
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FLARED END SECTION (C-76-III)
INV.=628.41
3 C.Y. COBBLES, 8"-12" DIA.
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SEE DETAIL ON

SHEET C-500
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STORM SEWER DRAINAGE STRUCTURES
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24" SE. INV.=626.99
24" NW. INV.=626.99

24" NW. INV.=627.02

18" NE. INV.=627.52

18" NE. INV.=627.62
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Prince Motors
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3460 Chicago Drive
Hudsonville, MI 49426
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OF EARTH CHANGE
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No.

62076

PROP. 1 ON 4
SLOPE

29

MIN. TOP OF BERM = 631.70 (TYP)

SOIL EROSION

CONTROL SCHEDULE
2019

JAN FEB MAR APR MAY JUN JUL AUG SEP OCT NOV DEC

PLACE SILT FENCE

STRIP & STOCKPILE TOPSOIL

CONSTRUCT CONNECTION TO STORM SEWER

ROUGH GRADE SITE

CONSTRUCT BUILDING FOUNDATION AND BUILDING

CONSTRUCT IMPROVEMENTS AROUND BUILDING

CONSTRUCT UTILITY LINES TO BUILDING

FINISH GRADE SITE

PAVE SITE

RESPREAD TOPSOIL/COMPACTION

SEED DISTURBED AREAS

SITE RESTORATION/CLEAN UP

UTILITY LOCATIONS ARE DERIVED FROM ACTUAL MEASUREMENTS OR
AVAILABLE RECORDS.  THEY SHOULD NOT BE INTERPRETED TO BE
EXACT LOCATIONS NOR SHOULD IT BE ASSUMED THAT THEY ARE THE
ONLY UTILITIES IN THIS AREA.

NOTE:
EXISTING UTILITIES AND SERVICE LINES IDENTIFIED AS "(PLAN)" WERE
OBTAINED FROM AVAILABLE AS-BUILT RECORD DRAWINGS.  THE
CONTRACTOR SHALL VERIFY THE LOCATION, DEPTH AND STATUS OF ALL
UTILITIES AND SERVICE LINES PRIOR TO NEW CONNECTIONS.

Know what's below.
    CALL before you dig.

LEGEND

EX. GRADE CONTOUR

PROP. GRADE CONTOUR

PROP. GRADE ELEV.

PROP. GRADE ELEV.
(BLACKTOP)
PROP. GRADE ELEV.
(CONCRETE)

EX. BITUMINOUS

EX. CONCRETE

PROPOSED BITUMINOUS
(STANDARD DUTY)
PROPOSED CONCRETE
(STANDARD DUTY)

PROP. STORM SEWER

PROP. SANITARY SEWER

PROP. WATER SERVICE

FLOW DIRECTION

PROP. LIMITS OF EARTH
CHANGE

SILT FENCE

543

543

778.00

778.00(B)

778.00(C)

D

S

26

SOIL EROSION AND SEDIMENTATION CONTROL NOTES

1) CONTRACTOR SHALL POSSESS THE SOIL EROSION AND SEDIMENTATION
CONTROL PERMIT PRIOR TO START OF ANY EARTH WORK.

2) CONTRACTOR SHALL MODIFY THIS SOIL EROSION AND SEDIMENTATION
CONTROL PLAN TO SHOW THE ADDITIONAL CONTROL MEASURES INTENDED
TO BE USED DURING CONSTRUCTION. SUBMIT MODIFICATIONS TO THE
CONTROLLING AGENCY, THE OWNER, AND THE ENGINEER.

3) EROSION PROTECTION SHALL BE PROVIDED AT ALL STORM SEWER INLETS
AND OUTLETS. ALL BARE EARTH SHALL BE STABILIZED WITH SEEDING.

4) REFER TO THE M.D.O.T. "SOIL EROSION AND SEDIMENTATION CONTROL
MANUAL" (APRIL 2006) FOR ADDITIONAL INFORMATION

5) THE ENTIRE STORM SEWER SYSTEM SHALL BE CLEANED AND FLUSHED
FOLLOWING CONSTRUCTION AND PAID RECEIPT THEREOF PROVIDED TO
THE ENGINEER AND COUNTY SESC AGENT PRIOR TO FINAL PAYMENT TO
THE CONTRACTOR OR FINAL ACCEPTANCE OF THE CONSTRUCTION BY THE
OWNER.

6) THE CONTRACTOR SHALL BE RESPONSIBLE TO INSPECT, TAKE CORRECTIVE
ACTION AND MAINTAIN ALL TEMPORARY SESC MEASURES DAILY AND AFTER
EACH RAIN EVENT UNIT FINAL COMPLETION AND ACCEPTANCE OF THE
PROJECT.

PERMANENT/TEMPORARY SEEDING

3

RIPRAP

7

GEOTEXTILE SILT FENCE

26

INLET PROTECTION FABRIC DROP

29

MULCH BLANKETS AND HIGH VELOCITY
MULCH BLANKETS

33

= TEMPORARY MEASURE

= PERMANENT MEASURE

REFER TO MDOT STANDARD PLAN R-96-D

SCALE: 1" = 20'

0' 10' 20' 40'

PROPOSED LOW FLOW
CHANNELS OF POND AT 0.5%

29

29

29

29

29

29

29

PROPOSED WATER SERVICE TO CONNECT TO
EXISTING 12" WATERMAIN ALONG THE SOUTH
SIDE OF NEW HOLLAND STREET R.O.W.
A 10 WIDE EASEMENT SHALL BE REQUIRED
OVER ADJACENT PROPERTY.

5.0'

3

33

CAUTION WHEN CROSSING 54" WATER
TRANSMISSION LINE ALONG THE NORTH
SIDE OF NEW HOLLAND STREET

6.0'

BARRIER
FREE RAMP

= PLACE: 990 S.Y. (TOTAL) EROSION CONTROL
  REVEGATATION MAT (NORTH AMERICAN GREEN
  SC-150 OR APPROVED EQUAL) OVER 4" TOPSOIL
  ACROSS BOTH SIDES OF BANK, OVERLAP ROLL
  ENDS MIN. 3", PLACE & STAKE MATTING PER
  MFG. RECOMMENDATIONS

SOIL MATTING LEGEND

PROPOSED LIMITS
OF EARTH CHANGE

PROPOSED LIMITS
OF EARTH CHANGE

3

3

3

3

3

3

3

3

3

3

3

33

33

PROPOSED 2' FLAT
BOTTOM DITCH AT 0.3%
AND 1 ON 3 SIDE SLOPE

26

26

26

26

26

26

26

634.42(C)

+

+

+

634.42(C)

634.42(C)

634.50(C)

+

634.50(C)

+

DUB DOWN CURB
AND CONTINUE DUB

DOWN TO BLDG

RAMP WALK

RAMP WALK

PROP. 1 ON 4

SLOPE

MIN. TOP OF BERM = 631.70 (TYP)

TOP OF SIDEWALK TO BE
1.0' (MIN.) ABOVE TOP OF
24"  OUTLET PIPE

TO BE PERFORMED BY CONTRACTOR

X
X
X
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TASKS SCHEDULE
XX

X

X
X

X
X

X

XX

XX

MAINTENANCE TASKS & SCHEDULE

DURING

CONSTRUCTION

TO BE PERFORMED BY OWNER OR OWNERS REP.

X
X
X

X
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TASKS SCHEDULE
XX

X

X
X

X
X

X

PERMANENT

MAINTENANCE

X
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Dwight Prince

3460 Chicago Drive
Hudsonville, MI 49426

Title: Revised Lot Line V. Date: 07/03/18
Drawn: DTP Checked: KW S. Date: 07/03/18
Title: Owner Revisions V. Date: 07/10/18
Drawn: DTP Checked: KW S. Date: 07/10/18
Title: Owner Revisions - Add. Parking V. Date: 08/20/18
Drawn: DTP Checked: KW S. Date: 08/20/18
Title: Owner Revisions - Add. Parking V. Date: 10/04/18
Drawn: DTP Checked: BS S. Date: 10/04/18
Title: MDOT DRAFT V. Date: 10/23/18
Drawn: DTP Checked: BS S. Date: 10/23/18
Title: Revised Grading & Storm Utilties V. Date: 12/19/18
Drawn: DTP Checked: BS S. Date: 12/19/18
Title: MDOT Resubmittal V. Date: 01/04/19
Drawn: DTP Checked: BS S. Date: 01/04/19
Title: Site Plan Resubmittal
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STANDARD DUTY

PAVEMENT CROSS SECTION

N.T.S.

UTILITY LOCATIONS ARE DERIVED FROM ACTUAL MEASUREMENTS OR
AVAILABLE RECORDS.  THEY SHOULD NOT BE INTERPRETED TO BE
EXACT LOCATIONS NOR SHOULD IT BE ASSUMED THAT THEY ARE THE
ONLY UTILITIES IN THIS AREA.

NOTE:
EXISTING UTILITIES AND SERVICE LINES IDENTIFIED AS "(PLAN)" WERE
OBTAINED FROM AVAILABLE AS-BUILT RECORD DRAWINGS.  THE
CONTRACTOR SHALL VERIFY THE LOCATION, DEPTH AND STATUS OF ALL
UTILITIES AND SERVICE LINES PRIOR TO NEW CONNECTIONS.

Know what's below.
    CALL before you dig.

CONCRETE PAVEMENT DETAIL

N.T.S.

NOTE:
1. LIGHT BROOM FINISH
2. LOCATE CONTROL JOINTS AND EXPANSION JOINTS PER ACI STANDARDS
3. PANEL SIZE SHALL NOT EXCEED 8 FEET
4. PANELS SHALL BE KEPT AS SQUARE AS POSSIBLE WITH THE LENGTH

NEVER EXCEEDING 1.25X THE WIDTH
5. 1.0#/CU.YD. FIBER REINFORCEMENT
6. AIR ENTRAINMENT - 6% ± 1%
7. SLUMP 4"±1"

1/4"

3/8
"

COMPACTED SAND

COMPACTED SUBGRADE

1" TOOLED
CONTROL JOINT

PREMODELED EXPANSION/ISOLATION
STRIP WITH REMOVABLE TOP CAP. FILL

WITH TRAFFIC SEALANT

6"

4" CONCRETE PAVEMENT
(STANDARD DUTY, 4,000 psi)

6" CONCRETE PAVEMENT
(HEAVY DUTY, 4,500 psi)

3" MDOT BIT. PAVING (TWO COURSES)

8" MDOT CLASS 21AA GRAVEL BASE

12" MDOT CLASS 2 SAND SUBBASE

NOTE:
1. REFER TO GEOTECHNICAL REPORT FOR FINAL PAVEMENT DESIGN SPECIFICATION
2. HMA MIXTURE TO BE TIER I OR TIER II
3. BINDER GRADE TO BE A MINIMUM OF PG 58-28

INTEGRAL CURB AND WALK

N.T.S.

4"

VARIES

12
" 2" R.

4"

6"

PAVEMENT

PROVIDE 1.75% SLOPE FROM BACK TO FRONT OF SIDEWALK (TYP)

SIDEWALK TOOLING, CONTROL JOINTS AND
REINFORCEMENT AS DIRECTED BY
ARCHITECT AND/OR STRUCTURAL ENGINEER

6" MDOT CLASS 2 SAND SUBBASENOTE:
1. LIGHT BROOM FINISH
2. LOCATE CONTROL JOINTS AND EXPANSION JOINTS PER ACI STANDARDS
3. PANEL SIZE SHALL NOT EXCEED 8 FEET
4. PANELS SHALL BE KEPT AS SQUARE AS POSSIBLE WITH THE LENGTH

NEVER EXCEEDING 1.25X THE WIDTH
5. 1.0#/CU.YD. FIBER REINFORCEMENT
6. AIR ENTRAINMENT - 6% ± 1%
7. SLUMP 4"±1"

STORM SEWER

1. ALL CATCH BASINS SHOULD BE PROVIDED WITH A MINIMUM 2' SUMP.
2. ALL STORM SEWER SHALL BE SMOOTH LINED CORRUGATED POLYETHYLENE PIPE (SLCPP), WITH WATERTIGHT

JOINTS MEETING THE REQUIREMENTS OF THE MICHIGAN PLUMBING CODE, AASHTO M-252 AND M-294, ASTM
F-2306, F-2648, D-3212, F-477, F-2487, D-3350 AND F-1417.  INSTALLATION SHALL BE IN ACCORDANCE WITH
MANUFACTURER RECOMMENDATIONS AND ASTM D-2321 OR CONCRETE PIPE MEETING THE REQUIREMENTS OF
ASTM C-76-III UNLESS OTHERWISE NOTED

3. 6" UNDERDRAIN SHALL BE PERFORATED PIPE WITH SOCK, MEETING THE REQUIREMENTS OF AASHTO M-252
AND THE GEOTEXTILE SHALL MEET AASHTO M-288 REQUIREMENTS

4. ALL FLARED END SECTIONS SHALL BE CONCRETE.
5. ALL CATCH BASINS AND MANHOLES SHALL BE CONCRETE, CONFORMING TO ASTM C-478 WITH BUTYL RUBBER

GASKETED JOINTS WITH BOOT TYPE PIPE CONNECTIONS CONFORMING TO ASTM C-923 FOR ALL PIPE
CONNECTIONS 24" DIAMETER AND SMALLER.

6. ALL CATCH BASINS ARE DRAWN AND WILL BE STAKED AT CENTER OF CASTING.

GENERAL

1. ALL CONSTRUCTION AND MATERIAL SPECIFICATIONS INCLUDED FOR THIS PROJECT SHALL BE IN
ACCORDANCE WITH THE MDOT CONSTRUCTION AND MATERIALS SPECIFICATIONS (LATEST EDITION) AND THE
ORDINANCES OF THE TOWNSHIP. WHERE CONFLICTS OCCUR IN THE ABOVE, THE TOWNSHIP SHALL BE THE
GOVERNING AUTHORITY.

2. SOIL BORINGS HAVE BEEN PERFORMED BY THE OWNER AND SHALL BE PROVIDED TO THE CONTRACTOR.
VARIATION IN EXISTING SOIL CONDITIONS MAY IMPACT THE EARTHWORK QUANTITIES IF UNUSABLE SOILS ARE
ENCOUNTERED DURING CONSTRUCTION.

3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL DAMAGES TO THE EXISTING WATER AND SEWAGE
SYSTEM RESULTING FROM NON-CONFORMANCE WITH THE APPLICABLE STANDARDS OR THROUGH GENERAL
NEGLIGENCE.

4. ALL WORK, INCLUDING INSPECTIONS AND TESTING COST REQUIRED FOR REMOVAL, RELOCATION OR NEW
CONSTRUCTION FOR PRIVATE OR PUBLIC UTILITIES, WILL BE DONE BY AND AT THE EXPENSE OF THE
CONTRACTOR AND INCLUDED IN THE BID PRICE FOR THE VARIOUS WORK ITEMS UNLESS OTHERWISE NOTED.
THE CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING AND PAYING FOR ALL NECESSARY PERMITS FROM
THE TOWNSHIP AND COUNTY AND ANY OTHER AGENCY FOR ALL WORK DONE BY THE CONTRACTOR.

5. ANY DEFECTS IN THE CONSTRUCTION, INCLUDING MATERIALS OR WORKMANSHIP, SHALL BE REPLACED OR
CORRECTED BY REMOVAL AND REPLACEMENT OR OTHER APPROVED METHODS PRIOR TO ACCEPTANCE BY
THE TOWNSHIP OR OWNER WITHOUT ANY ADDITIONAL COST TO THE TOWNSHIP OR OWNER.

6. ALL LAWN AREAS REMOVED OR DISTURBED SHALL BE REPLACED WITH TOPSOIL AND SOD WHERE NEEDED
AND SHALL BE RESEEDED AND MULCHED IF SATISFACTORY RE-ESTABLISHMENT OF LAWN DOES NOT OCCUR.

7. ALL PUNCH LIST AND DEFICIENCY WORK SHALL BE COMPLETED WITHIN 1 MONTH OF THE END OF
CONSTRUCTION.

8. THE CONTRACTOR SHALL OBTAIN A STREET OPENING PERMIT FROM THE TOWNSHIP BEFORE BEGINNING
WORK WITHIN ANY PUBLIC STREET RIGHT-OF-WAY.

9. THE CONTRACTOR SHALL MAINTAIN A CURRENT SET OF CONSTRUCTION DRAWINGS ON SITE AT ALL TIMES.
10. THESE PLANS HAVE BEEN DEVELOPED FOR ELECTRONIC FIELD LAYOUT. DIMENSIONS SHOWN ARE FOR

GRAPHIC PRESENTATION ONLY AND SHOULD NOT BE USED FOR LAYOUT. CONTACT THE ENGINEER IF ANY
DISCREPANCIES BETWEEN THE PLAN AND ELECTRONIC DATA ARE DISCOVERED.

11. THE WORK LIMITS SHOWN ON THESE PLANS ARE FOR PHYSICAL CONSTRUCTION ONLY. THE CONTRACTOR
SHALL PROVIDE ALL NECESSARY LIGHTS, BARRICADES, FLAGMEN, ETC. AS REQUIRED TO PERFORM THE
REQUIRED WORK. THE INSTALLATION AND OPERATION OF ALL TEMPORARY TRAFFIC CONTROL AND
TEMPORARY TRAFFIC CONTROL DEVICES AS REQUIRED SHALL BE PROVIDED BY THE CONTRACTOR WHETHER
INSIDE OR OUTSIDE THESE WORK LIMITS. THE CONTRACTOR SHALL FURNISH, ERECT, MAINTAIN AND
SUBSEQUENTLY REMOVE SUCH ADDITIONAL TRAFFIC CONTROL DEVICES LOCATED OUTSIDE THE LIMITS OF
CONSTRUCTION AS ARE REQUIRED ON THOSE STREETS WHICH ARE USED AS DETOURS, INCLUDING “ROAD
CLOSED” SIGNS AND BARRICADES AT THE POINT WHERE THE ROAD IS CLOSED TO THROUGH TRAFFIC.

12. THE CONTRACTOR SHALL PROTECT LOCATION OF ALL PROPERTY PINS AND BENCHMARKS.
13. ALL WORK CONTEMPLATED SHALL AT ALL TIMES BE SUBJECT TO THE DIRECT INSPECTION OF THE TOWNSHIP,

OWNER AND THEIR REPRESENTATIVES. THE TOWNSHIP AND OWNER RESERVES THE RIGHT TO HALT ALL
CONSTRUCTION ACTIVITY FOR NONCONFORMANCE OF PLANS, SPECIFICATIONS AND OTHER APPLICABLE
STANDARDS OR REGULATIONS.

14. PRICES BID PER FOOT FOR ALL PIPES IS COMPACTED IN PLACE REGARDLESS OF SOIL OR ROCK CONDITIONS.
15. CONTRACTOR IS RESPONSIBLE FOR ALL SIGNS, BARRICADES AND SAFETY FENCES TO DETER PEOPLE FROM

ENTERING THE WORK AREA AND FOR MAINTAINING AND PROTECTING THE FLOW OF VEHICULAR AND
PEDESTRIAN TRAFFIC AROUND THE JOB SITE. TRAFFIC CONTROLS SHALL BE COORDINATED WITH THE POLICE
DEPARTMENT AND THE TOWNSHIP.

16. PRIOR TO ANY CONSTRUCTION OR GRADING, A PROTECTIVE BARRIER, FENCE, POST AND/OR SIGNS CLEARLY
INDICATING LIMITS OF WORK/DISTURBANCE SHALL BE INSTALLED INDICATING NO TREE REMOVAL OR
DISTURBANCES OUTSIDE LIMITS, THE TOWNSHIP AND OWNER SHALL BE CONTACTED UPON DETERMINATION
OF LIMITS IN THE FIELD.

17. ALL ROAD SURFACES, EASEMENTS OR RIGHT-OF-WAYS DISTURBED BY CONSTRUCTION OF ANY PART OF THIS
IMPROVEMENT ARE TO BE RESTORED COMPLETELY TO THE SATISFACTION OF THE TOWNSHIP AND THE
OWNER.

18. NO PARKING OF CONTRACTOR OR CONTRACTOR EMPLOYEE'S VEHICLES ON ANY PUBLIC STREETS SHALL BE
PERMITTED.

19. ALL DISTURBED SIGNS, GUARDRAILS, MAIL BOXES, AND DRIVEWAYS SHALL BE REPAIRED OR REPLACED AS
DIRECTED BY THE TOWNSHIP AND THE OWNER.

20. DUST CONTROL: THE CONTRACTOR SHALL SUPPLY ALL LABOR, MATERIALS, AND EQUIPMENT NECESSARY
SUCH AS CALCIUM CHLORIDE, WATER OR A MOTORIZED DUST-FREE STREET SWEEPING DEVICE TO MAINTAIN
ALL ROADWAYS BEING USED FOR ACCESS TO THE CONSTRUCTION SITE AND SHALL ADHERE TO ALL
ORDINANCES OF THE TOWNSHIP, COUNTY, MDEQ OR ANY OTHER GOVERNING AUTHORITY.

21. ALL SEWERS, MANHOLES, JUNCTION CHAMBERS AND INLET BASINS MUST BE CLEANED BEFORE ACCEPTANCE
BY THE TOWNSHIP AND OWNER.

22. IF MUD, SOIL OR OTHER DEBRIS IS DEPOSITED ON ADJACENT STREETS, ROADS OR OTHER PROPERTY, THE
CONTRACTOR SHALL BE RESPONSIBLE FOR THE REMOVAL OF SUCH AT THE END OF EACH WORK DAY OR AS
REQUIRED DURING THE WORK DAY.

23. ADJUST TO GRADE OR RECONSTRUCT TO GRADE WORK SHALL INCLUDE THE REMOVAL AND REPLACEMENT OF
ANY EXISTING CONCRETE BLOCKOUT PAVEMENT. DAMAGED PAVEMENT DOWELS OR OTHER SUCH LOAD
TRANSFERS DEVICES SHALL BE REPLACED AS DIRECTED BY THE COUNTY AND THE ENGINEER.

24. ALL EXISTING CASTINGS FOR STRUCTURES TO BE ADJUSTED OR RECONSTRUCTED TO GRADE SHALL BE FIELD
CHECKED AT THE TIME OF CONSTRUCTION AND MARKED SUITABLE FOR SALVAGE AND REUSE OR REPLACED.

25. COMPACTED PREMIUM BACKFILL (MDOT CLASS II SAND) WILL BE REQUIRED AT ALL FILL AREAS OR ANY
STREETS WHERE REMOVAL AND REPLACEMENT OF PAVEMENT IS REQUIRED AND FOR ALL UNDERGROUND
CONSTRUCTION UNDER ANY DRIVEWAY OR PAVEMENT INCLUDING THE 45 DEGREE ANGLE OF INFLUENCE
FROM THE OUTSIDE EDGE OF PAVEMENT OR TOP OF CURB. COMPACTION TESTS SHALL BE REQUIRED EVERY
50 FEET UNDER PAVEMENT. PAVEMENT INCLUDES, BUT NOT LIMITED TO, ROADWAY SURFACES, SIDEWALKS,
BIKE WAYS, DRIVEWAYS, SHOULDERS, BUILDINGS, ETC.

26. NO BUILDING MATERIAL, EQUIPMENT, VEHICLES OR CHEMICALS SHALL BE STORED OR PLACED OUTSIDE
LIMITS OF WORK/DISTURBANCE.

27. STORMWATER POLLUTION PREVENTION ITEMS SHALL BE IN PLACE PRIOR TO COMMENCING CLEARING
OPERATIONS, EARTHWORK GRADING, OR ANY OTHER TYPE OF CONSTRUCTION ACTIVITY.

28. ROOF DRAINS, FOUNDATION DRAINS AND OTHER CLEAN WATER CONNECTIONS TO THE SANITARY SEWER ARE
PROHIBITED.

29. CONSTRUCTION NOISE SHALL BE KEPT TO A MINIMUM DURING NIGHTTIME HOURS AND MUST COMPLY WITH
MUNICIPAL CODE REQUIREMENTS.

30. ALL TREES WITHIN THE GRADING LIMITS SHALL BE REMOVED UNLESS OTHERWISE NOTED.
31. CONTRACTOR TO FIELD VERIFY AND SCOPE EXISTING SANITARY SEWER LATERAL TO CONFIRM ELEVATION,

SLOPE, CONDITION AND PHYSICAL CONNECTION TO PUBLIC SANITARY SEWER MAIN PRIOR TO CONNECTION
OF NEW LATERAL SERVICE.

CONSTRUCTION NOTES

NOTE:
APPLY TWO COATS OF VOC COMPLIANT, M.D.O.T. APPROVED,
UNDILUTED SOLVENT BASED, OR LATEX TRAFFIC PAINT TO ALL
PAVEMENT MARKINGS. USE MANUFACTURERS RECOMMENDED
APPLICATION RATE, WITHOUT ADDITION OF THINNER, WITH A
MAXIMUM OF 100 SFT PER GALLON, OR MINIMUM 15 MILS WET FILM
THICKNESS, AND 7.5 MILS DRY FILM THICKNESS PER COAT, WITH
MINIMUM 30 DAYS BETWEEN APPLICATIONS. SECOND COAT MUST
NOT BE APPLIED EARLIER THAN 7 DAYS BEFORE OCCUPANCY.

PAVEMENT MARKING DETAILS

N.T.S.
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2.0' WIDE CONC.
CURB & GUTTER
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EXTRA STRENGTH SYNTHETIC
FILTER FABRIC

2"x2" HARDWOOD STAKES
DRIVEN 12" INTO GROUND
FABRIC ANCHORED BY WOOD
LATH STAPLED TO STAKES

6"x6" ANCHOR TRENCH

UNDISTURBED AREA

DIRECTION OF FLOW

30
"

6.5' MAXSPACING

6.5' MAXSPACING

SILT FENCE DETAIL

N.T.S.

PLAN VIEW SECTION VIEW

SHEET FLOW
UNDISTURBED AREA

30
"

12
"

6"

6"

COMPACTED SOIL IN
ANCHOR TRENCH

FILTER FABRIC ANCHORED
BETWEEN LATH AND STAKE

30" WOOD LATH,
3

8" THICK HEAVY DUTY STAPLES,
MIN. 5 PER LATH

2"x2" NO. 2
HARDWOOD STAKE

1.

3B.

3A.

4"-6"

4.

3"

5.

6"

12"

2.

6"

1. PREPARE SOIL BEFORE INSTALLING BLANKETS, INCLUDING ANY NECESSARY APPLICATION OF LIME, FERTILIZER, AND SEED.
2. BEGIN AT THE TOP OF THE SLOPE BY ANCHORING THE BLANKET IN A 6" DEEP X 6" WIDE TRENCH WITH APPROXIMATELY 12" OF

BLANKET EXTENDED BEYOND THE UP-SLOPE PORTION OF THE TRENCH. ANCHOR THE BLANKET WITH A ROW OF STAPLES/STAKES
APPROXIMATELY 12" APART IN THE BOTTOM OF THE TRENCH. BACKFILL AND COMPACT THE TRENCH AFTER STAPLING. APPLY SEED TO
COMPACTED SOIL AND FOLD REMAINING 12" PORTION OF BLANKET BACK OVER SEED AND COMPACTED SOIL. SECURE BLANKET OVER
COMPACTED SOIL WITH A ROW OF STAPLES/STAKES SPACED APPROXIMATELY 12" APART ACROSS THE WIDTH OF THE BLANKET.

3. ROLL THE BLANKETS (A.) DOWN OR (B.) HORIZONTALLY ACROSS THE SLOPE. BLANKETS WILL UNROLL WITH APPROPRIATE SIDE
AGAINST THE SOIL SURFACE. ALL BLANKETS MUST BE SECURELY FASTENED TO SOIL SURFACE BY PLACING STAPLES/STAKES IN
APPROPRIATE LOCATIONS AS PER MANUFACTURES RECOMMENDATION.

4. THE EDGES OF PARALLEL BLANKETS MUST BE STAPLED WITH APPROXIMATELY 4"-6" OVERLAP DEPENDING ON BLANKET TYPE. TO
ENSURE PROPER SEAM ALIGNMENT, PLACE THE EDGE OF THE OVERLAPPING BLANKET (BLANKET BEING INSTALLED ON TOP) EVEN
WITH THE SEAM STITCH ON THE PREVIOUSLY INSTALLED BLANKET.

5. CONSECUTIVE BLANKETS SPLICED DOWN THE SLOPE MUST BE PLACED END OVER END (SHINGLE STYLE) WITH AN APPROXIMATE
3"OVERLAP. STAPLE THROUGH OVERLAPPED AREA, APPROXIMATELY 12"APART ACROSS ENTIRE BLANKET WIDTH.

6. PLACE STAPLES/STAKES PER MANUFACTURE RECOMMENDATION FOR THE APPROPRIATE SLOPE BEING APPLIED.
NOTES:
1. IN LOOSE SOIL CONDITIONS, THE USE OF STAPLE OR STAKE LENGTHS GREATER THAN 6" MAY BE NECESSARY TO PROPERLY SECURE THE

BLANKETS.
2. FOLLOW EROSION CONTROL TECHNOLOGY COUNCIL SPECIFICATION FOR PRODUCT SELECTION

EROSION CONTROL BLANKET

N.T.S.

FLEXSTORM INLET FILTER DETAIL

N.T.S.

TYPICAL RECTANGULAR INLET
FILTER

COMBINATION INLET FILTER FOR
CURB HOODS

TYPICAL ROUND INLET FILTER STAINLESS STEEL ROUND INLET
FILTERS for NYLOPLAST CASTINGS

CATCH-ITS SPECIFIED W/ FX or
FX-S BAGS

REPLACEABLE SEDIMENT
BAGS WITH GEOTEXTILE
FILTER FABRIC

STAINLESS STEEL
CLAMPING BAND

11 GA GALVANIZED
STEEL SUSPENSION

SYSTEM
LIFT HANDLES

INSTALLATION:
1. REMOVE GRATE
2. DROP FLEXSTORM INLET FILTER

ONTO LOAD BEARING LIP OF
CASTING OR CONCRETE STRUCTURE

3. REPLACE GRATE

NOTES:
1. ALL FRAMING IS CONSTRUCTED OF CORROSION RESISTANT STEEL (ZINC PLATED

OR GALVANIZED) FOR 7 YEAR MINIMUM SERVICE LIFE.
2. UPON ORDERING CONFIRMATION OF THE DOT CALLOUT, PRECAST OR CASTING

MAKE AND MODEL, OR DETAILED DIMENSIONAL FORMS MUST BE PROVIDED TO
CONFIGURE AND ASSEMBLE YOUR CUSTOMIZED FLEXSTORM INLET FILTER. PART
NUMBER ALONE IS NOT SUFFICIENT.

3. FOR WRITTEN SPECIFICATIONS AND MAINTENANCE GUIDELINES VISIT
WWW.INLETFILTERS.COM

SPECIFICATIONS FOR STANDARD BAGS BY NOMINAL SIZE

NORMAL BAG SIZE SOLIDS STORAGE
(CuFt)

FILTERED FLOW RATE AT 50% MAX (CFS)
FX (WOVEN) IL (NONWOVEN)

SMALL 16 12 0.90
MEDIUM 2.10 1.70 1.30
LARGE 3.80 2.70 1.90

XL 4.20 3.60 2.60

ALL PRODUCTS MANUFACTURED
BY INLET & PIPE PROTECTION, INC
A DIVISION OF ADS, INC.
WWW.INLETFILTERS.COM
(866) 287-8655 PH
(630) 355-3477 FX
INFO@INLETFILTERS.COM

STANDARD 2"
OVERFLOW AREA

REAR CURB GUARD
FLAP WITH MAGNETIC
TIE DOWNS

BRANDON

MICHAEL
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62076

6"

18" CONCRETE CURB AND GUTTER DETAIL

N.T.S.

GUTTER LINE

A

A

FLOW CURB SPILL CURB

GRADING NOTES:

1. ESTABLISH PERMANENT BENCH MARK ON-SITE PRIOR TO GRADING.

2. PROPOSED SPOT GRADES ARE TO EDGE OF METAL/TOP OF PAVEMENT UNLESS OTHERWISE NOTED.

THE VERTICAL DIFFERENCE BETWEEN PAVEMENT GRADES AND TOP OF CURB GRADES VARY FOR FLOW

AND SPILL CURB (SEE DETAIL-THIS SHEET).

3. PROPOSED ADA ROUTE SHALL MEET THE STANDARDS SET FORTH IN THE MOST RECENT ADDITION OF

ADA STANDARDS FOR ACCESSIBLE DESIGN - APPENDIX A TO PART 1191, AS AMENDED

4. SEE PLANS FOR LOCATIONS OF SPILL VS FLOW CURB.

1 2"

5 12" 1 3 4"

2" 
R 2" 

R

18"

1' 
2"

5 12" 1 3 4"

2" 
R

18"

1' 
2"

9"7 8"

9"
6"

SECTION A - A
MDOT TYPE F-2 MODIFIED

SECTION A - A
MDOT TYPE F-2 MODIFIED

10
 3 4"

7 1 4"

GUTTER LINE

A

A

10
 3 4"

7 1 4"

1.5
'

2.0'

5.0'
TAPER TO 2' CURB WIDTH TO MATCH CASTING

5.0'
TAPER TO 2' CURB WIDTH TO MATCH CASTING

24" CASTING IN

18" CURB AND GUTTER

N.T.S.

DRAINFIELD BASIS OF DESIGN

· USING MDEQ RESIDENTIAL EQUIVALENT USER TABLE (REU) AND ASSUMING THAT
WATER USED WILL RELATE DIRECTLY TO WATER CONVEYED TO THE DRAINFIELD.

· AUTO DEALERS = 0.4 REU PER 1,000 SQ. FT. OF BUILDING
· BUILDING FOOTPRINT = 6,980 S.F.
· EACH REU IS 250-350 GAL/DAY
· 6,980 S.F. / 1,000 * 0.4 REU = 2.8 REU
· 2.8 REU * 350 GAL / DAY = 980 GAL / DAY DESIGN FLOW RATE.
· APPLICATION RATE = 1.2 GPD / S.F. FOR SOILS WITH 1-5 IN/HR INFILTRATION

RATES.
· DESIGN APPLICATION RATE = 1.0 GPD / S.F. TO BE CONSERVATIVE.
· MIN. DRAINFIELD FOOTPRINT = 980 GAL / DAY / 1.0 GPD / S.F. = 980 S.F.

3' 
SU

MP

5' DIA.

7"

6"

7.8
1'

12
"

1 - 2.5" DIA. ORIFICE
 @ ELEV. = 626.99

12
"

24" DIA.

6' DIA.

72"Ø

6.3
1'

61 12"

3' 
SU

MP

MH #101

60"Ø PRECAST OUTLET CONTROL STRUCTURE

N.T.S.

TOP WEIR WALL
@ ELEV. = 630.50

24"
INLET

12" (TYP)

EACH SIDE OF FLOW CONTROL
WALL CAULKED W/ POLYURETHANE
ELASTOMERIC SEALANT

(4) #6 TOP & BOTTOM
TYP - EACH OPENING7" x 1" KEYWAY (2)

GROUTED
CONNECTION

TYPICAL

MANHOLE SECTIONS TO BE MANUFACTURED TO ASTM C-478 SPECIFICATIONS
W/HS-25 LOADING

REINFORCING SHOWN FOR SCHEMATIC ONLY.  ALL STEEL AREAS ARE MINIMUMS.

CONTRACTOR TO SEAL BETWEEN PRECAST WALL & BASE W/BUTYL ROPE.

0.440 IN²/FT EW TOP MAT
0.200 IN²/FT EW BOT MAT

SET IN FULL BED
OF MORTAR POINT

UP ON INSIDE

0.200 IN²/FT EW TOP MAT
0.660 IN²/FT EW BOT MAT

SEAL JOINT WITH
BED OF MORTAR

0.240 IN²/FT
EACH CAGE

MANHOLE
STEPS @

16" MAX

0.200 IN²/FT EW

24" INLET
INVERT = 626.99

4.0'

1.0
'

PROVIDE OPENING FOR
POND OVERFLOW ABOVE
INLET SIDE OF MANHOLE

PROVIDE OPENING FOR
POND OVERFLOW ABOVE
INLET SIDE OF MANHOLE

BOTTOM OF OPENING
ELEV 630.5

1.0
'

24"
OUTLET

4' 
OP

EN
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G 
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R
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VE
RF
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W

24" OUTLET
INVERT = 626.99
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